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Adjustment with control box 5.2 for  
hydraulic fan 
 

Please read carefully before initial operation! 
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1 Adjustment for hydraulic fan 5.2 

 

1.1 Adjustment for initial operation 

 
During initial operation of control box 5.2, the following queries appear (Figure 1). 

Select them accordingly. The value can be changed with the  buttons.  

With the  button, you access the next menu point. With the  buttons, you access the 
previous/next menu point. 
 

 
After the first 3 menu points, the "Electr. fan available:" menu 
point appears  
(Figure 2). 
 
Here you must select NO. 
 
The next menu point is "Fan monitoring available?"  
Here, you must select whether your pneumatic seeder is 
equipped with a pressure monitor or fan speed (rpm) sensor 
(Figure 3). 
 
For the pressure monitor, select  Pressure (Figure 5). 
 
For the fan speed (rpm) sensor  Speed (Figure 6). 
 
Then the last menu point appears, "Calibration button available". 
Depending on whether it is available or not, select YES or NO.  
Then the settings are saved and the implement is switched off 
(Figure 4). 
 
The implement is now ready for operation. 
 

 

Figure 1: Initial operation of control box 5.2 

 

Figure 2: Elect. fan available set to 

NO 

 

Figure 3: Adjusting the sensor for 
the fan monitoring 

 

 

Figure 5: Pressure monitor   Figure 6: Speed sensor 

 

Figure 4: The implement is being 
switched off 
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1.2 Adjustments when initial operation has already taken place 

 
By pressing the ON button for 3-4 sec. (Figure 7), you will access the programming menu. As soon as 
the start screen (Figure 8) appears, you can release the ON button. 

 
Fehler! Verweisquelle konnte nicht gefunden werden. 
Set all of the points as shown in 1.1 Adjustment for initial operation. 
 
All of the other parameters, particularly the sensors from Point 3-8, should not be adjusted. 
 

1.3 Overview of the settings 
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Figure 7: Calling up the programming menu 

 
 

 
 
Figure 8: Start screen 
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